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31,5  MPa 

 

37 mm2/s at temperature 55 oC 

40 oC  up to  55 oC 

-20 oC  up to  +70 oC 

up to 31,5 MPa up to 40 dm3/min   08.2012 
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TECHNICAL DATA 
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OVERALL AND CONNECTION

DIMENSIONS

pos.1 "O-ring" 15,6 x 1,78 - pcs 1
pos.2 "O-ring" 18 x 2,65 - pcs 1

Dimensions of cavity.
Tightening torque of cartridge valve - 80Nm
Mounting position-unrestricted

detail "a"

Flow  curve

Performance curves at n=41mm2/s and temperature 323 KPERFORMANCE CURVES  measured at viscosity  = 41 mm2/s and temperature t = 50 oC  
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NOTE: 

The symbols in bold are preferred versions in short delivery time. 

Coding example:  UZZD6 A 20/10 M1  

  Cracking pressure 

  0,1  MPa (only for valve ...A...)                                              = 10 

  0,15 MPa  (only for valve ...A...)                                                               = 15 

  0,3   MPa                                                                                                  = 30 

  0,5   MPa                                                                                                  = 50 

 Sealing 

 NBR (for fluids on mineral oil base)                                                        = no designation 

 FKM  (for fluids on phosphate ester base)                                              = V   

 Series number 

 (20-29) - connection and installation dimensions unchanged                  = 2X 

 series 20                                                                               = 20 
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